
 
 
 
August 03, 2005 
 
 
Dear Blue Bird Owner: 
 
You will find enclosed Service Bulletin S05JT regarding the crankcase ventilation 
hose on Blue Bird rear engine buses equipped with John Deere 8.1 CNG engines.  
The crankcase ventilation hose may become brittle and crack due to hose being 
routed too close to turbo and/or exhaust. 
 
Service Bulletin S05JT should be performed by a qualified repair technician. You 
may contact your appropriate Blue Bird distributor for assistance.  
 
Inspection should be performed to ensure parts are needed before ordering parts. 
Parts, if needed, should be ordered through your usual Blue Bird service parts 
source. 
 
The following labor times apply: 

Time allowed for inspecting for proper clearance between the crankcase 
ventilation hose and turbo and/or exhaust is six minutes (0.1 hr) per bus.  
 
Time allowed for inspecting for proper clearance and installed clamp to 
relocate hose is twelve minutes (0.2 hr.) per bus.   
 
Time allowed for inspecting for proper clearance, installing clamp and 
replacing hose is eighteen minutes (0.3 hr.) per bus.   
 

Service Bulletin S05JT expires one year from date of issue. 
 
If you no longer own the bus (es) identified on the enclosed cover sheet, please 
indicate new owner in the “sold to” section of the cover sheet and return to us at 
the address below: 
 

BLUE BIRD BODY COMPANY 
P.O. BOX 937 
FT. VALLEY GA 31030 
ATTN: TECHNICAL PUBLICATIONS 

 
Should you have any questions concerning this bulletin, please contact your Blue 
Bird distributor.  
 
Sincerely, 
 
 
Bill Coleman 
Blue Bird Corporation 
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PART QTY DESCRIPTION

 1602663 1 Clamp, Loop, 1 inch

 1886357 7 ft Hose, .75 ID x 1.03 (Cut to fi t)
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CCV Hose RerouteBULLETINCCV Hose RerouteBULLETINMODELS AFFECTED: A3RE, CSRE, C4RE, QBRE, TCRE, and T2RE with John Deere 8.1 EngineBULLETINA3RE, CSRE, C4RE, QBRE, TCRE, and T2RE with John Deere 8.1 EngineBULLETIN
ISSUE

Hoses may become brittle and crack on some rear engine buses 

with John Deere 8.1 engines due to hose being routed too close to 

turbo and/or exhaust manifold.

CORRECTIVE ACTION

Inspect CCV hose for clearance from turbo and exhaust manifold. 

If clearance at any point is less than 5”, install hose loop clamp to 

prevent hose away. If clearance is 5” or more, no further action re-

quired.

PROCEDURE

 4.2 Install 1” loop clamp (1602663) around the hose and se-

cure it with a self-tapping sheet metal screw to the upper 

vertical engine compartment wall.  Ensure that the rout-

ing is such that the hose runs continuously downhill to-

ward the rocker arm cover.

1 Park the bus on a level surface. Remove the ignition key, 

and apply the parking brake. Open the engine compartment and 

turn off  the ignition power switch.

 2 Locate the 3/4” CCV hose leading from the crankcase vent  Locate the 3/4” CCV hose leading from the crankcase vent 

on the rocker arm cover to the inlet air stream located between 

the air cleaner and the turbocharger inlet. No part of this hose 

should be closer than 5” to the body of the turbocharger or the 

exhaust pipe. 

 3 Along the length of the hose, measure the distance be- Along the length of the hose, measure the distance be-

tween it and the John Deere turbo charger and the exhaust pipe. If 

the hose is at least 5” from the hot components, no further action 

is required.

 4 If, at any point along the length of the hose, the hose is clos- If, at any point along the length of the hose, the hose is clos-

er than 5” to the turbo or exhaust pipe, the hose must be re-routed 

to provide at least 5” clearance.

 4.1 Inspect the hose thoroughly for cracking, brittleness or 

other damage. Replace the hose (1886357) if there are any 

signs of damage, or if its length is too short to provide ad-

equate slack for re-routing.

Clamp
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